.
m
>
O
<
m
2
A
n
-

QUICK INSTALL GUIDE

High Power AC1200

Dual-Band Wireless Access Point
XAP-1410

Includes:
High Power AC1200 Dual-Band Wireless AP

Mounting Brackets and Hardware
PoE Injector and Power Cable

Ethernet Cable

LUKUL



Next, connect an Ethernet cable from your Router or Switch to the Data
IN port on the PoE Injector. Finally, connect the AC cord to the included
PoE Injector, then to the AC outlet.

Note: Category-6 shielded twisted pair is recommended for best
results and stable data transmission at the highest data rates.
However, CAT5/CAT5e/CAT6 UTP cable can also be used.

PoE Injector Setup

» Data In: Connect an Ethernet cable from your router or switch to the
Data In port of the included PoE Injector.

> Data & PWR Out: Connect an Ethernet cable from the Data & PWR Out
port of the included PoE Injector to the PoE Port of the XAP-1410.

» AC Power: Connect the included AC Cord to the Power Input of the
Included Injector first and then to the AC outlet.

Luxul AP

From your
Router or Switch

PoE injector

@ Preparing for Access

IP Addressing

If the XAP-1410 is connected to a network with a192.168.0.X address
scheme, and your computer shares a similar address on the same network,
you can skip to the next step, Access and Setup

Note: If another device on your network shares the 192.168.0.10
address, you'll need to temporarily reassign or remove that
device while you configure the XAP-1410.




